
3D  ImageVector

The 3D Image Vector is an IMU attachment for all commercially available cameras with 
ISO flash shoe for creating georeferenced photos. Out of these photos you can generate point 
clouds, surface & terrain models and also orthophotos. 

-- Mono --
GNSS L1 RTK

 

up to 15 centimeters accuracy
GPS GLONASS L1 RTK
Basestation included

Radiolink 433MHz (others on request)
0.5° IMU (roll/pitch/yaw)  

with 9DOF (degrees of freedom)
up to 10Hz data recording
transport case & rucksack

manual/instruction in PDF format 

Use the attachment for 

terrestrial photogrammetry:

- Surveying

- Construction / Infrastructure

- Motion analysis

- Architecture / BIM

- Etc. 
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  ARCHITECTURE & BIM

CAD ready orthoview

  INFRASTRUCTURE & MONITORING

Survey of construction sites 
and volume calculations

  CIVIL ENGINEERING

More efficient BIM 
by 3D pointclouds

Functionality
By using the 3D ImageVector, you can 
create georeferenced images in a fast 
way and with almost every commercial  
camera. For every image, the position 
and the rotation angles are recorded and 
can be used for further processing. If,  
for example, the images are taken with 
high overlap, direct georeferencing 
for 3D pointcloud generation can be  
applied. 
You will receive true to scale 3D pointc-
louds, 3D models and ortho-views with  
reduced or without using additional  
Ground Control Points for georeferencing.

Benefits
Easy in use and inexpensive, the  
REDcatch 3D ImageVector enables you 
to get accurate 3D measurements from 
Photogrammetric projects. 
The ImageVector is the ideal terrestri-
al tool for combining UAV images and  
terrestrial images, as image position and 
angles are known for processing. 

Accuracy
The ImageVector MONO uses a L1 GNSS 
RTK System, which uses a Basestation 
for delivering the correction data. The 
Basestation is included in the packages, 
as well as a Radio to transmit the signal.  
Imagecenters are recorded at an accuracy 
level of 15 to 20cm, the rotation angles 
up to 0.5° 

Your local partner:

Use our
Photogrammetric Cloud Service
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